College Grove United Methodist Church Engineering & Maintenance

CEILING FAN SYSTEM

Hunter Archive Original® 52” System

Adams & Floyd Electric and Plumbing

Cliff Adams
124 Stonegate Circle
Shelbyville, TN 37160
(931-389-6608/Cell: 684-7058)

Hunter 22285 Archive Original® 52" Fan
Weathered Bronze with 4/5 Light Cherry/Light
Walnut Switch-Blades
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1S AMP SOLID-STATE SPEED CONTROL MODEL 22394

FOR USE WITH AS MANY AS SIX 52° or TEN 42° LISTED HUNTER SUSPENDED CEILING FANS.

ALL WIRING MUST BE PERFORMED IN ACCORDANCE WITH
CAUTION: NATIONAL AND LOCAL ELECTRICAL CODES. WE RECOMMEND
=022 INSTALLATION BY A QUALIFIED ELECTRICIAN. DISCONNECT
POWER TO CEILING FANS AT THE MAIN ELECTRIC PANEL
PRIOR TO INSTALLATION.

— FACE PLATE

HOTOR LINE IF 4 WIRES ARE SEEN IN

s : WALL BOX, CONNECT EACH
SPEED CONTROL LEAD TO A
BLACK WIRE, SEE FIGURE.
IF 2 WIRES ARE SEEN,
CONNECT EACH TD A SPEED
CONTROL LEAD. USE WIRE
NUTS SUPPLIED.

MINIMUM 2° DEEP
wALL SWITCH BOx

POWER LINE
1S VOLTS
60 CYCLE

SPEED CONTROL:

| SPEED CONTROL

NOTE: USE OF A LIGHT KIT WITH ANY CEILING FAN DECREASES THE MAXIMUM NUMBER
OF FANS THAT MAY BE SAFELY USED WITH THIS CONTROL. ADD UP THE TOTAL
WATTAGE OF LIGHT BULBS BEING USED, DIVIDE BY 120 AND SUBTRACT THIS
RESULTANT LINE CURRENT FROM 15 AMPS. WHATEVER 1S LEFT IS THE MAXIMUM
CURRENT THAT THE TOTAL NUMBER OF CEILING FANS CAN DRAW. FOR SAFETY,
CONSIDER THAT EACH S2° FAN MDTOR DRAWS 1.0 AMPS AND EACH 427 FAN
DRAWS 0.6 AMPS DF LINE CURRENT.

Tooe ramco vt FORM 40730

grectined & WO@FmE TH PN @ G 5e WURTER FAN COMWPANT
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REQUIRED MAINTEANCE

Manufacturer/Model #: Hunter 22285 Archive Original® 52"

Seasonal Adjustments:

Fall — adjust to blow up (HEAT — counter-clockwise). Dust blades.
Spring — Adjust to blow down (COOL - clockwise). Dust blades.

During the summer, you want the air blowing directly on you so you will feel cooler from the wind chill
effect (which is how fans cool you off). So stand under the fan and turn it up on high speed. If you "Do
Not" feel the air very well, then turn the fan off and flick the reverse toggle switch. Turn it back on high
speed. If you feel more air, you have it in the right position. So whichever position you feel the most
air movement when standing directly under the fan is the correct position for summer. If you do not
feel much air in either direction, then your fan has a very weak motor with a relatively flat pitch to the
blade. Fans like this won't do much good for you in either direction during the summer. If this is this
case, you may wish to consider visiting a specialty fan dealer online to get a more powerful fan than
the ones they sell at the home centers.

During the winter, it is the opposite. You do not want to feel the air movement from the fan blowing
directly on you since this will make you feel cooler from the wind chill effect. So, again...stand under
the fan and turn it up on high speed. Whichever mode you feel the least amount of air is the correct
mode for winter. However, you want to operate the fan at a low speed during the winter, otherwise,
even in the correct mode, you will still get some wind chill effect, which you do not want.

To set the matter straight about how fans work duri ng the winter and summer

During winter (in the correct mode as described above), the fan will slowly draw the cooler air from
floor level directly below the fan upwards to the ceiling where it mixes with the warmer air. The air is
then kicked out across the ceiling towards the walls as it comes down. This circulates the air giving
you the least amount of direct air movement, which minimizes the wind chill effect.

During the summer, you want the maximum wind chill effect, so the main column of air that rushes
straight down from the fan is what you will feel the most. However, if your fan is not directly over the
area where you want to feel coolest, say your room is rather large with a fan in the middle and your
couch closer to an outer wall, you might find yourself more comfortable if you run the fan at a high
speed in the wrong direction because the wind chill effect will be more prominent further away from
the fan closer to the walls.

NOTE: Fans should be turned off when building is vacant. Fans
have no affect unless people are present.
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Installation Instructions for

SINCE

Important Safety Instructions:
Read all instructions before

proceeding.

1. To avoid possible shock, BE CERTAIN
ELECTRICITY IS SHUT OFF AT MAIN
PANEL BEFORE WIRING. Always turn
power off at main panel before servicing
your fan or installing accessories.

All wiring must be in accordance with
national and local electrical codes. If you
are unfamiliar with wiring, you should
use a qualified electrician.

2. To reduce the risk of personal injury, install
the fan only to the building structure ac-
cording to these instructions, and use only
the hardware supplied.

READ AND SAVE THESE INSTRUCTIONS

v+ Hunter Original Ceiling Fans

3. NEVER REST THE FAN ON THE SWITCH
HOUSING. As you prepare the fan for in-
stallation, let the motor rest in the liner in
which it was packed.

4. Be sure to put full contents of oil tube in
fan according to instructions.

5. If this fan is used as a replacement for an
Original Old-Tyme non-reversible fan, it
must be installed per instructions included
with this fan. DO NOT HANG ON SINGLE
*J* HOOK. Failure to follow these instruc-
tions could result in fan falling.

6. To reduce the risk of noise do not use a
solid-state speed control with this fan. Use
Hunter controls only.

. Do not use an abrasive cleaner on the fan.
A mild detergent will clean and restore
most units to their original beauty.

e |

The installation of your Hunter Ceiling Fan

NOTE TO INSTALLERS: Please leave this
manual with the owner.

Tools needed:

e Pliers e 4" x 11/2" stan-
. 11/64" bit Sectical outet
* Flat blade screw box
driver « Electric drill
¢ 3 wire connectors e 3/8" Socket
wrench

¢ Phillips screw driver

Step 1 - Pre-installation

Select installation site: Normally this is near the
center of the room, often replacing a light
fixture. Make certain that ample clearance is
left for the rotating fan blades. For maximum
efficiency, no obstruction (walls, posts, etc.)
should be within 24" of the tips of the blades

41532-01 3/24/2006 1
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12 mfumum 24" clearance

-

(

84" min. to floor

l Figure 1

(see Fig. 1). Mounting site should also meet
the precautions listed in Step 3.

Fan mounting height: Your Hunter fan comes
with the proper hardware to hang the fan from
a standard 8 foot ceiling so the fan blades will
be 12" from the ceiling and approximately 7
feet from the floor (see Fig. 1).

NOTE: On vaulted ceilings, up to 45° pitch,
you may want to use the Hunter Vaulted Ceiling
Mounting Kit.

© 2006 HUNTER FAN CO.
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ALL ITEMS ARE SUBJECT TO AVAILABILITY. Most orders ship within 3-5 business days upon
placement of order, but could take up to 4 weeks for delivery depending on availability. You will be
notified by email if any item(s) on your order are backordered. Your order will ship via Standard
Ground unless otherwise specified.

Order Detall

Order Number 080327-0023448599

Order Date 3/27/2008 5:15:43 PM

Order Items

Quantity Descripion Uni t Price Subtotal

6 72" x 3/4" Downrod - Weathered Bronze USD 34.65 USD 207.90

Subtotal USD 207.90
Shipping C harges USD 0.00
Grand Total USD 207.90

Payment Method
Credit Card
Address Information
Invoice And Delivery To David E. Jean

CGUMC

8730 Horton Highway

College Grove, TN

TN

37046

USA
Shipping By FREE 3-DAY AIR SHIPPING

Contact Information

Telephone 615-368-7329
Fax
E-mail davidejean@gmail.com

Account Number

Thank you for your order.
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Fanworks Ceiling Fan Outlet Order Notification 0806  06-0023459564Reply to all

sales@fanworksoutlet.net to me
show details 9:32 AM (8 hours ago) Reply

ALL ITEMS ARE SUBJECT TO AVAILABILITY. Most orders ship within 24 hours (or the next
business day) upon placement of order, but could take up to 4 weeks for delivery depending on
availability. Your order will ship via 3rd Day Air unless otherwise specified. All orders that are out of
the service area for 3rd Day Air will ship UPS Ground.

Order Detall

Order Number 080606-0023459564
Order Date 6/6/2008 10:32:36 AM

Order Items

Quantity Descripton ~~_ Unit Price Subtotal

1 Hunter Fan Multiple Speed Control USD 54.99 USD 54.99

Subtotal USD 54.99
Shipping Charges USD 0.00

Grand Total USD 54.99
Payment Method

Credit Card Card Type Visa
Card Holder Name DAVID E. JEAN JR
Card Number XXXX XXXX XXX6 3715
Expiration Date 10/09

Address Information
Invoice And Delivery To david e jean jr
8730 horton highway
college grove
TN
37046
USA
Shipping By FREE GROUND SHIPPING
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Dear david jean, r,

Thank you for your order with homedepot.com. Your order has been placed, and details of your
order are below. Please retain this email for your records.

Order Confirmation: #W 064050800
Order Date: Mar 27, 2008 2:23:56 PM EST

Billing Address:

david jean, jr

8730 horton highway

college grove

TN 37046 USA

Shipping Method: Standard Ground

david jean, jr

8730 horton highway
college grove

TN 37046 USA

Qty Ordered Product Unit Price. Amount

6 52 In. Archive Original?? $219.00 $1,314.00
Ceiling Fan - Weathered Bronze Finish

Merchandise Subtotal $1,314.00
Shipping $0.00
Estimated Sales Tax $121.55
Order Total $1,435.55

Checking your Order Status

To check the status of your order online, please visit The Home Depot order status page at
http://www.homedepot.com/customersupport. Please enter your order confirmation number
(#W064050800) and email address (davidejean@gmail.com) in the space provided.

Customer Service

For further assistance, please contact us online www.homedepot.com/contactus or call our
Internet Customer Service Center at the number listed below. (Please do not reply to this
email. It was sent from an unmonitored mailbox.)

Thanks again for shopping at homedepot.com. We look forward to serving you in the future!
Internet Customer Service Center

1 (800) 430-3376

Monday-Sunday: 8 a.m.-10 p.m. Eastern time

www.homedepot.com/contactus
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