Planning the Install

1. Review the materials list supplied by Wall Technology (Plant Order) and any
drawings. Carefully determine the starting position of the first panel.

2. Snap lines on wall both vertically and horizontally keeping lines plumb and square.

Installing Impaling Clips

e Impaling clips are designed to help hold panels in place until adhesive dries.

¢ Do not install impaling clips at resin spot locations if provided.

o Fully seat any fasteners used to attach impaling clips to the wall. Leaving a sheet

rock screw out 2/3 turns from flush causes the clip to lose 50% of its holding ability.
e Use the following guide to determine the number of clips per panel:

Width 12 |12 112 [12 |12 [30 |48 [48 [48 |48 |48
Height [48 [ 84 [ 108 | 132 | 144 [48 |48 [84 | 108 | 132 | 144
#Clips |3 |4 |5 6 6 5 |5 8 10 |12 [12

Applying Adhesive

e Wall Technology installers have successfully used the following construction
mastics: Liquid Nails PL200, Chemrex 200 and others. (Thisis nota product endorsement.)

e Panels are supplied with or without chemically hardened resin spots on the panel
back. Using resin spots, place a 2” diameter dab of construction mastic on each
hardened spot. Without resin spots, apply a ‘picture frame’ of adhesive about 17 from
the edge (contacting the vinyl or fabric), and an *S” or “W’ in the panel center. In
either case, position the panel against the wall, tilt back to release the solvents and
then reposition. Temporary support will likely be required to prevent panel slippage.

Use perimeter adhesive as a wet ‘shim’ to help align faces.

Caution: Adhesive skins over rather quickly, in perhaps two minutes or less. and loses a
reat deal of its’ penetrating ability. Therefore it is important that the adhesive be applied

quickly to the panels, and quickly applied to the mounting surface, one panel at a time.

Ceiling Installations

Adhesive installation of ceilings is done the same as a wall with the exception that the
panels need to be held in place longer for the adhesive to set up. Some contractors
toenail through the chemically hardened edges and into the wall substrate using finishing
nails (fabric panels only), to help hold smaller panels in place. Using a ‘picture frame’ of
adhesive as described above, is strongly recommended, even if resin spots are provided.
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